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2. Input GAIN for L (left) and R (right) or M and S channels,
depending on the selected mode

Adjust input levels for L and R (or M&S) individually (up to +12 dB)
to adjust levels and to balance out mixes. (press "SOLO S" to
balance out your mix in M/S-mastering mode!*)

3. Output GAIN for L (Left) and R (Right) or M (Mono) and S
(Stereo / Difference) signals, depending on the selected mode

Adjust your levels, and change the stereo width of your mixes:

* increasing the output level of your S signal will result in a wider mix

¢ decreasing the S-signal will make your mix less wide, at the
same time your (stereo) effects and reverbs will be less loud.
Turning OFF your S output will make your whole mix MONO!!!

-> Be carefully with these knobs... you can get great results by
increasing your S gain by 1 or 2 dB, but don't overdo it...

4.The MODUS switch

With this knob you can switch between the 3 different “modes” of

the bx_digital plug-in:

1- M/S-MASTERING-mode: for individual processing of the
mono-sum and the stereo-difference of a Stereo-Signal.

2- L/R-mode: for conventional L/R-
processing, linked or un-linked.

3- M/S-RECORDING-mode: this mode will provide an
Stereo-signal at the output when the bx is fed with separate
M&S-microphone signals!

5. Master switches section and SOLO-buttons

With the EQ ON / OFF switch you can bypass all EQ-sections of the
bx (including the Image-Shifters!!!) without bypassing the whole
plug-in. The LINK button will link / unlink all EQ-bands and functions
of the bx_digital when pressed, and it will indicate that one or more
Link-switches for only some EQ-bands or functions have been acti-
vated (local Link-switches at any button / knob).

The SOLO-buttons (M&S or L&R, depending on the selected mode)
will provide you with a phase-corrected Mono-signal of only the
M-, S-, L- or R-signal on both speakers, which is a very handy function
for EQ-ing the individual signals without phase-problems or signals
only audible on one speaker.



6. EQ-Section R (Right) or S (Stereo / Difference), depending on
the selected mode

The same EQ section that you also have for the L or respectively the
M section, depending on the selected mode, please check “1”

7. BRAINWORX Logo, click here for credits, links and infos.
8. + 9. LEDs for the L/R or M/S sections

Contrary to the bx1 hardware unit we have included a digital level
control for the bx_digital.

RED LEDs mean potential distorted signals in the respective signal-
path and should be avoided ...

10. + 11. BASS SHIFT

The bass shift is an "intelligent" EQ band for the bass frequencies of
your mix. We call it BASS SHIFT because different frequencies will
be "shifted" against each other with the turn of one knob. The
frequencies have been pre-set by very professional mastering
engineers, so all the SHIFTs in the bx_digital can be used to easily
adjust the overall bass and presence sound of your recordings in a
professional way... Turning your BASS SHIFT knob to the right will
"push" your bass down one octave by boosting one part of your bass
frequencies while at the same time cutting other (higher) bass
frequencies. Turning the BASS SHIFT to the left will cause the
opposite...

- Please check the EQ panels (21. & 22.) to actually see what you are
doing when working with the BASS SHIFT!

Turning your BASS SHIFT to the right will result in a more "indirect"
and "deep soft" bass sound, while turning to the left will result in a
"dryer" bass sound.

X A lot of contemporary pop & rock productions can be enhanced with
"phatter" guitar / keys sounds by turning the BASS SHIFT to the right
up to 3 or 4, and the same setting will make your bass drums sound
HUGE!*

12. + 13. PRESENCE SHIFT

A similar function to what the BASS SHIFT does to your bass signals
for the hi-end of your recordings.
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Turning the PRESENCE SHIFT to the right will put more "air" into your
mixes without making them harsh!

- For M/S-modes: Try filtering out all the harsh frequencies of your
mix in the M section with your EQ M and the M section of the
de-esser M (14.) and then make sure your mix doesn't sound dull by
putting back some high frequencies into the mix via the EQ S (7.) or
the PRES SHIFT!

- The PRESENCE SHIFT boosts frequencies above the ones that
usually cause "ess-ing" of your voice. So you can try to de-ess your
main voice (most likely to be in the center of your mix) with the M
section of the bx’s De-Esser (14.) and then set your PRESENCE
SHIFTof Sto3or4 ...

14. +15. DE-ESSER L/R or M/S, depending on the selected mode
The bx_digital De-Esser works with dynamic EQs, that you can adjust
to the needs of your mix. With the SOLO buttons of the De-Esser
section it is possible to listen to only the frequencies that you want to
filter out of your mix.

- When working in L/R-mode you should LINK the two channels for
sure to avoid unwanted “panning” of your stereo-signal caused by
uneven volume changes in the L or R channel.

- SOLO the respective section of your De-Esser on the bx2 panel.
Turn up the THRESHOLD knob until you start hearing some high
frequencies. Adjust the frequency to be filtered with the "f DSR" knob
and set the THRESHOLD knob to a value where the De-Esser will
deduct as much high frequencies as you want.

- Use the De-Esser’s LEDs to control your gain deduction.

- When the De-Essers of both channels have been LINKED in L/R-
Mode, the detection signal for both channels will be a MONO-MIX of
both channels. (L&R)

16. MONO MAKER

The MONO MAKER will mono bass frequencies of your stereo mix,
adjustable from 20 Hz up to 400 Hz, using the M/S-technique, even
when the bx runs in L/R-mode! The Mono-Maker will cut bass-
frequencies off the STEREO-Signal (S) and compensate this in the
MONO-Section (M) with a dedicated shelving EQ in the mono-sum.
- This is a great tool for vinyl mastering, since it is essential to make
sure that your lowest bass frequencies are mono, otherwise the
needle could jump off the groove of the vinyl record. Especially when
you master electronic music with huge stereo bass sounds to vinyl for
promotion copies / DJ copies make SURE to mono out your deep
bass sounds.

- Mono-ing your bass up to 60 / 80 Hz can also make a big impact
on bass and bass drum sounds in general, and it will make sure that



your bass sounds sound "tight" on EVERY single speaker of a big
disco speaker systems that might use a lot of speakers (combinations
of L and R signals) throughout the room(s).

- Setting the MONO MAKER too high can result in an audible loss of
stereo width for certain instruments, i.e. low-end heavy guitars or
synthesizer basses.

17. BYPASS & PRESETS & AUTOMATION

With the BYPASS button you can bypass the whole bx_digital plug-in
to compare your original mix and your corrections / improvements with
the bx_digital.

The PRESET and AUTOMATION buttons will give you access to the
PRESET and AUTOMATION functions according to the VST standard
where you can store and recall your various settings, or automate ALL
functions of the bx_digital except for the SOLO-buttons.

= It’s a good and professional idea to store one preset for EVERY
song that you master, maybe even make folders for certain projects,
albums, etc.

This way you can easily recall any preset you made to change settings
after you checked your mixes on other stereo systems (outside the
studio). Keep in mind: if YOU don't do it.... your customers WILL!

-> Using Automation in mastering can be helpful to get the maximum
out of your mixes. Maybe your mix needs different EQ-settings for
various parts of the song? Once again... you don’t HAVE to do it.. but
you CAN...*

18 + 19. EQ-PANELS

The EQ panel shows you all the EQ curves of your bx_digital
separately for the L/R or for the M/S sections of your mix. Unlike a lot
of other EQ plug-ins we have NOT included any possibility to change
your EQ settings via the graphic panel. We did that on purpose. There
are simply too many EQ-bands (if you keep in mind that the BASS
SHIFT and PRESENCE SHIFT are displayed additionally to the 5
"regular" EQ bands of each section.

Otherwise we feel that mastering music is all about making cautious
changes to your mix (unless the mix you work on was completely
screwed up...*), and when we tested the bx_digital working in the EQ
panel often led us to making pretty big changes very fast. In the end
we also wanted to give you the "feel" of the hardware as authenticly
as possible, so we decided to make the EQ panel only a VISUAL
CONTROL tool for what you do with the knobs of bx_digital.
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- Please notice that it is very easy to type in exact values to ANY
parameter of the bx_digital by simply clicking on the value fields (text
fields) below each knob. This makes it particularly comfortable to tune
your EQ-bands to certain frequencies.

20. LEDs

We have included dedicated LEDs for the Input Section (L&R), the
M&S Section and the Output stage (L&R again), so you have total
optical control over what you hear and what you do. Like with every
other digital audio tool you should NOT push your levels into the
RED!*

- Even in L/R-mode the LEDs will show the M/S-signal, just for
control purposes.

- In M/S-RECORDING-mode the first LED-segment will show M/S
instead of L/R since this segment shows the INPUT stage of the
bx_digital since you are intended to input 2 individual signals (M&S
instead of L/R) to the bx_digital in this mode.

8. TROUBLESHOOTING

- Incomplete signals

You might have clicked on one or (or more) SOLO-buttons of one
section (L/R or M/S), so you only hear parts of your signal. Make sure
both SOLO buttons are switched OFF to hear your stereo mix.

-> Switch all SOLO switches OFF, and you should hear your regular
stereo signal.

- Phasing / wrong panoramas

If you hear parts of your stereo signal not properly in place panorama-
wise you might be working in the M/S-RECORDING mode with a
standard-stereo-signal running through your bx_digital plug-in!

- NEVER use the M/S-RECODING mode for processing stereo-
signals (like mixes!), unless you want to experiment with sound-
design...

- NO sound
Do you feed any sound into the bx_digital at all?

- ENJOY WORKING WITH bx_digital! @
For more information and a video tutorial please visit:

> Www.brainworx-music.de
> www.brainworx-usa.com
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